
Pulper Operation Instructions 

For technical support, please call: 717-397-5100 Option 3 

These items can be put into the pulper: These items cannot be put into the pulper:
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1. Turn the main disconnect switch to the OFF position at the pulper control panel
2. Open pulper lid and make sure pulper body is free of waste or debris. Close lid

Start of Day / Start of Shift:

1. Turn the main disconnect switch to the ON position at the pulper control panel. Drain will open
2. Press the green start button to fill the pulper
▪ Green button will flash while filling. This typically takes 2-4 minutes 

3. Press the green start button to start the pulper. Once water is flowing, begin to process waste 

Run:

1. Press the red stop button to stop operation of the pulper
▪ Use this for short breaks or in between cycles of processing food

Stop:

1. Press the blue labeled timed stop button
▪ Do not feed any waste into the unit. The pulper will run for 3 minutes to flush all the 

solids out of the system and into the extractor
▪ Unit will turn off and automatically drain at the end of the timed stop cycle

2. Turn the main disconnect switch to the OFF position at the pulper control panel
3. Open pulper lid, clear out and remaining waste and rinse out the shell

End of Day / End of Shift: 

1. If a fault occurs, the red light will flash in a repeating sequence 
2. Count the number of flashes, and refer to the flash code chart on the drawing inside the 

control panel to identify the source of the fault

Fault code:


